























H N o e Airfield Lighting Controls

PART #CLOSURE-X

Airfield Closure Marking Certification:

US Patent 6,685,333 B1 FAA AC 150/5340-1H

BRIEF DESCRIPTION INSTALLATION

Rural Electric's closure-x is made of durable vinyl coated fabric and provides Eachleg of the "X"is unrolled and located over the runway numbers or other

) : : ! . . chosen location.
airports with reliable and economical method for closing runways and taxiways

to aircraft use. The solid yellow color provides superior visibility for a clear - Approximately 50 gallons of water is pumped or gravity flowed into the 3/4"
hose fitting in the 3" diameter bladder. A vent is opened on the other end of the
bladder and a short extension hose is attached and elevated to ensure complete
filling of the bladder.

indication of closures.

DETAILS & FEATURES

Convenient anchoring is accomplished by filling a 3-inch "fire hose" bladder that
runs the entire perimeter of the vinyl sheet.

Water bladder is resistant to wind and is more "forgiving” than sandbags or stakes
in the event of an aircraft strike.

Material is mildew and UV. resistant as well as double-seamed for durability.

Easy removalis allowed by opening a drain at the low point of the bladder.

Approximately 50 gallons of water is required per one half of the "X."



10 E RURATEN Airfield Lighting Accessory

PART #TRASTA
Airfield Lighting Transformer Stand - 6" and 12"

BRIEF DESCRIPTION

Rural Electric's patented non-metallic transformer stand is designed to support
anisolation transformer in a L-860 series base can. The open bottom design
is perfect for French drain systems where a landscape brick would obstruct the +

drain hole.

DETAILS & FEATURES

Elevates the isolation transformer approximately 6" above the can bottom.

Non-conductive construction provides a degree of isolation from the metallic
base can.

The fluted foot bottom allows for passage of the series conductors while leaving
the drain hole unobstructed.

Field tested to support in excess of 200 pounds.

Ships flat for economical delivery and assembles in seconds.

INSTALLATION

The three part device is quickly assembled and held together using ordinary
PVC glue.
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